
 
    GPS Hard Wired Slim Installation Guide 

The GPS Hard Wired is supplied with a 8-wire harness and contains pins for various I/Os.  
For many installs, where we simply are looking for 'standard' vehicle tracking, we only need to 
connect 3-wires. The benefit of a 3-wire 'hard-wired' install is that the device can't be easily 
dislodged/removed, and - a ‘true’ ignition signal can be detected. Meaning trip starts are recorded 
with pinpoint accuracy - and idling can be effectively monitored. 
 

• The GPS Hard Wired Slim comes with a 8 wire, 600mm long harness 
• All wires are pre-stripped by 15mm 
• Wire gauge is 22 AWG / 0.64mm² 

 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 

 



 
Wiring Description: 

• Connect RED (Pin 2) on the GPS Hard Wired harness to the vehicle battery (10 – 30 VDC). 

• Connect BLACK (Pin 1) to chassis ground 

• Optional - Connect WHITE (Pin 3) to an ignition source 

Notes: 

• The White ignition input will register as 'on' when > 2.2V is applied to this line.  

• Ensure the RED wire is connected to a constant source. Sometimes it may be wired to a 
point which only provides power when the ignition is on (ie power isolated on parked 
assets).  

 

 

Mounting Guidelines 

• Mount the device securely using zip ties or brackets. 

• Place the device with as clear a view of the sky as possible, in order to maximise GPS signal.  

• Avoid mounting near metal surfaces or electronic interference sources (e.g., radios, ECUs). 

• Route wires neatly, away from sharp edges, moving parts and secure them to avoid vibration 
damage. 

Once the device is connected, please check your ANYTRACK GPS Tracking Access to ensure you have 
External Power (12 or 24V) & Battery Level (around 4V) showing up on the asset. 

  

For any questions or issues, please contact ANYTRACK GPS on info@anytrack.com.au  
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Remote Immobilisation Installation 

Notes 

• The GPS Hard Wired Slim has a switched ground output, this is Pin 6, the YELLOW wire 

• The SW GND can be wired to a relay, to control the relay 

• Immobilisation can be turned on/off by the GPS Hard-Wired based remotely through App. 

Wiring Description: 

• Connect pin 86 (relay positive) to the Vehicle Positive 

• Pins 30 and 87A (normally closed) are wired to form the break in the start motor 

• Connect the switched ground (Pin 6 - Yellow Wire) to the relay negative, pin 85.  

Your asset can be started as per normal until the immobilize command is sent from ANYTRACK. 

  

Once connected – ANYTRACK Support will need to configure Digital Output 1 for the Function to 
be Immobiliser to Active High = YES for this device 

Please contact ANYTRACK GPS on info@anytrack.com.au for activation of this setting providing 
SERIAL number of the device. 
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